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1.个人简介：
陈 荐，男，1967年11月生，教授，博士，硕士生导师。1988年7月毕业于天津大学，获工学学士学位；1993年3月毕业于西南交通大学，获硕士学位；1997年7月毕业于四川大学，获博士学位。2004年10月至2005年10月，日本国立京都大学访问学者。湖南省普通高等学校首批学科带头人培养对象，动力机械及工程湖南省重点学科带头人，能源高效清洁利用湖南省高校重点实验室主任；中国机械工程学会材料分会理事，中国机械工程学会高温材料与强度专委会委员，中国动力工程学会青年委员会委员，中国材料学会高级会员，中国机械工程学会高级会员，湖南省机械工程学会常务理事，湖南动力工程学会理事，中电联电力环保与资源节约专家。
一直从事动力机械失效分析、表面工程及能源新材料开发方面的教学和科研工作。近年来承担并完成国家自科基金、省自科基金及其它电力科技攻关项目等 10 余项，获省级、厅级科技成果奖4项，省自然科学优秀论文奖2项，获国家专利 3 项，出版专著 1 部，省级鉴定成果3项，在“Matter. Lett.”、“Journal of Power Sources”、“动力工程学报”等国内外有影响的学术刊物及学术会议上发表论文70 余篇，SCI、EI收录30余篇。
2.主要研究方向：

动力设备的高温强度及寿命评价、新能源（燃料电池、太阳能、）材料开发。
3．发明专利

[1] 陈荐等，带有防水蚀途层的汽轮机叶片200820158688.6. 

[2] 陈荐等，带有防水蚀途层的汽轮机叶片及其制备方法200810143055.2
[3] 陈荐等， Cu-Ni-Al合金粉末及其制备方法 201110437708.X
[4] 陈荐等，质子交换膜燃料电池用双极板及其制备方法201010574637.3

 HYPERLINK "http://211.157.104.87:8080/sipo/zljs/hyjs-yx-new.jsp?recid=CN201010574637.3&leixin=fmzl&title=质子交换膜燃料电池用双极板及其制备方法&ipc=H01M4/86(2006.01)I" \t "_blank"  
4主持或参与的部分科研项目

[1] 国家自然科学基金项目(51471036),高容量锂离子电池负极集流体泡沫铜的环境疲劳行为、损伤机理及寿命模型(主持)（起止时间：2015.01至2018.12）
[2]国家自然科学基金项目（51075044）：多孔铜合金在熔融碳酸盐燃料电池阳极工况下的蠕变行为及机理研究（主持）（起止时间：2011.01至2013.12）
[3]国家自然科学基金项目（550775015）：基于裂纹扩展统一模型和免疫算法的高温低周疲劳损伤实时评价方法（主持） （起止时间：2008.01至2010.12）
[4]湖南省科技计划重点项目（2012WK2003）：PEMFC导电耐蚀Cr/CrN涂层不锈钢双极板的制备及性能研究（主持） （起止时间：2012.07至2014.06）
[5]湖南省高校创新平台开放基金（12K079）：熔融碳酸盐燃料电池多孔Cu-Ni-Al-RE合金阳极材料的制备及性能研究（主持） （起止时间：2013.01至2015.12）
[6]湖南省教育厅重点项目（06A002）：轮机转子蠕变疲劳耦合损伤行为与机理（主持） （起止时间：2007.01至2009.12）
[7]大唐湖南公司科技攻关项目：石门电厂锅炉汽包裂纹修复技术研究（主持） （起止时间：2008.01至2010.12）
5．近期发表的相关论文

[1]CONG LI, JIAN CHEN, WEI LI, YONGLE HU, YANJIE REN, WEI QIU, JIANJUN HE, 
JIANLIN CHEN，Investigation on compressive behavior of Cu–35Ni–15Al alloy at high 
temperatures，Materials Science-Poland, 32(3), 2014, pp. 341-349
[2] Jianlin Chen, Jian Chen, Ding Chen, Yi Zhou, Wei Li, Yanjie Ren, Linlin Hu, Electrochemical deposition of Al-doped ZnO transparent conducting nanowire arrays for thin-film solar cell electrodes, materials letters, 117 (2014) 162–164

[3] Jianlin Chen, Chenxi Guo, Jian Chen, Jianjun He, Yanjie Ren, Linlin Hu, Microstructure, optical and electrical properties of CrAlN fi lm as a novel material for high temperature solar selective absorber applications, Materials Letters 133 (2014) 71 –74
[4] Jian Chen, Zihan Huang, Yanjie Ren et al. Electrochemical impedance spectra for the corrosion of porous Cu-35wt.%Ni- (5,10)wt.%Cr alloys in eutectic (0.62Li,0.38K)2CO3 at 650°C in air. High Temperature Materials and Processes (HTMP),2013.32（6）：581-586 

[5] Y.J.Ren, J.Chen, C.L.Zeng. Corrosion protection of type 304 stainless steel bipolar plates of proton exchange membrane fuel cells by doped polyaniline coating, Journal of Power Sources,  2010，195（7）：1914-1919

[6] HE Jian_jun, CHEN Jian, REN Yan-jie. New Technology to Prepare High Chromium Cast Iron Alloy. Metal Casting Technologies, 2008,12: 40-43

[7] Ming-Liang Zhu, Fu-Zhen Xuan, Jian Chen. Influence of microstructure and microdefects on long-term fatigue behavior of a Cr–Mo–V steel. Materials Science and Engineering:A, 2012，1546:90-96

[8] Y.C. Lin, Xiao-Min Chen，Zheng-Hua Liu, Jian Chen. Investigation of uniaxial low-cycle fatigue failure behavior of hot-rolled AZ91 magnesium alloy.International Journal of Fatigue,  2013，48:122-132

[9] Jianjun He, Jian Chen, Qingmin Sun, Jianlin Chen, Pengzhan Zhou. Fracture mechanism of low cycle fatigue of 30Cr1Mo1V steel at different loading rates. Proceedings of 2010 International Symposium on Structural Integrity-Structural Integrity and Materials Ageing in Extreme Conditions, 2010:157-162. 

[10] Pinghua Yang, Jiming Yang, Jian Chen, Jianjun He, Wei Qiu, Yanjie Ren, Jianlin Chen. Temperature rise rate of steam turbine at cold-state start-up considering the hardness changes of rotor materials. Proceedings of 2010 International Symposium on Structural Integrity-Structural Integrity and Materials Ageing in Extreme Conditions, 2010:141-145.

[11] Jian Chen, Hao Fu, Wei Qiu, Jianjun He, Yanjie Ren, Jianlin Chen, Pengzhan Zhou. A numerical model for predication of fatigue crack growth rate of Cr-Mo steel. 7th China-Japan Bilateral Symposium on High temperature Strength of Materials, 2010.8, P37-40.

[12] Zhuo He, Jian Chen, Jianjun He, Jianlin Chen, Yanjie Ren, Wei Qiu. Creep behavior finite element modeling of porous nickel alloys at the operating conditions of molten carbonate fuel cell. ISSI 2011 - Structural Integrity in Nuclear Engineering，2011.10，ISBN978-7-5628-3153-2，P139-143.

[13]Jian Chen .Study on effection of embrittlement to creep crack growth life of turbine rotor based on electrical resistance, International Conference on Power Engineering(ICOPE-2007)OCT 23-27,2007

[14] 陈荐，戎雪坤，何建军，王钊，李石德，任延杰，汽轮机叶片钢高能微弧沉积316L不锈钢涂层的试验研究，动力工程，2009，（7）：703-706

[15] 陈荐，何建军，孙清民，等. 加载速率对30Cr1Mo1V汽轮机转子钢低周疲劳特性的影响.动力工程学报，2010，30（9）：711-714.

[16] 何建军，陈荐，戎雪坤，候振.汽轮机叶片1Cr13钢表面微弧修复的工艺研究[J].电力科学与技术学报,2007,22(3):46-50

[17] 陈建林，陈荐，何建军，任延杰，邱玮，陈振华. Al-Sc共掺杂ZnO透明导电薄膜的掺杂机制. 硅酸盐学报，2011，39（7）：1112-1117. 

[18] 何建军，陈荐，李光. 300MW锅炉汽包筒体水侧纵向裂纹形成机理 .中国电力，2011，（5）：56－59

[19] 何建军, 陈荐, 李光, 刘文会.锅炉启停过程中SA299材质汽包整体应力变化的有限元分析.动力工程学报, 第31卷，第11期，817-822页，2011

[20] 任延杰, 陈荐, 何建军, 邱伟, 陈建林, 周鹏展.，高温氧化对30Cr1Mo1V钢蠕变-疲劳裂纹扩展速率的影响.动力工程学报, 第31卷，第6期，481-484页，2011

[21] 何建军, 陈荐, 孙清民, 邱玮, 周鹏展，加载速率对汽轮机转子钢低周疲劳损伤的影响.中国电机工程学报, 第31卷，第2期，62-66页，2011

[22] 任延杰, 陈荐, 何建军, 曾潮流，电化学沉积方法对聚苯胺涂层抗腐蚀性能及电化学性能的影响.材料保护, 第43卷，第8卷，10-13页，2010

[23] 任延杰, 陈荐, 邱玮,王钊, 何建军, 卢绪祥, 李茂军.基于免疫算法的316L不锈钢高温低周疲劳寿命预测.机械工程材料, 第7期，92-94页，2010

[24] 何建军，陈荐，孙清民，邱玮，周鹏展.不同加载速率下汽轮机转子钢的高温低周疲劳断裂特征.热加工工艺，2011.40（4）：20－23；

[25] 陈建林，陈荐，何建军，任延杰，邱玮，周鹏展. 固体氧化物燃料电池铁素体不锈钢连接体的导电/保护涂层. 材料导报，，2012，26（1）：133-138 

[26]陈建林，陈荐，何建军，任延杰，刘洁，李秋翔，刘芳，邹璐. 新一代太阳电池的设计思想及研究进展. 应用物理，2012，2：55-60
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