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1、个人简介

张巍，男，1974年8月生，讲师、博士，Biotechnology Progress杂志、Journal of Residuals Science & Technology杂志、ICRST2014会议的特约审稿人。
长期从事燃烧过程污染物的迁移与转化、燃煤烟气污染物的治理、机动车尾气治理、环境催化技术、低NOx燃烧新技术的研究与开发。近几年，主要开展了Nb/Ce掺杂Fe/ZSM-5分子筛低温脱除NOx的研究、CNTs-C/GO协同低温等离子体高效低温脱除NOx的研究、生物质基活性炭负载金属氧化物脱除NOx的研究、SCR催化剂在线活化技术的研究、新型低NOx燃烧技术的开发与研究等工作，主持和参与了国家高技术研究发展计划（863计划）课题、国家自然科学基金、湖南省自然科学基金项目、湖南省教育厅项目等11项，在EST、BT、EF等国际权威期刊上发表学术论文20多篇，其中包括SCI收录9篇，EI收录4篇，已申请国家发明专利4项， 

毕业的学生大部分从事热能与动力工程及环境科学与工程的科研及生产工作，现毕业去向主要有：有去西安交通大学、华中科技大学、武汉大学、上海交通大学、湖南大学、长沙理工大学攻读博士学位，有去广核集团、中核集团、大唐华银电力股份有限公司等单位工作等，竭诚欢迎加入本团队。
2、主要研究方向
[1] 新型低温脱硝催化剂的研究与开发；
[2] 燃烧过程污染物的迁移与转化机理研究；

[3] 新型一体化废气净化系统的数值模拟及其工程应用.
3、申请的国家专利
[1] 张巍, 尹艳山, 吴钢, 阮敏, 徐慧芳, 陈冬林, 田红. 一种立式气动回转自激废气净化装置. 中国发明专利, 申请号: 2013106101444.

[2] 张巍, 尹艳山, 吴钢. 一种卧式旋转自激泡沫废气净化装置. 中国发明专利, 申请号: 201310559002X.
4、主持与参与的科研项目
[1] 湖南省自然科学基金项目: Nb/Ce掺杂Fe-ZSM-5分子筛催化剂的制备及其低温脱除稀薄燃烧型NOx的机理研究(13JJ6045)，2013-2015，主持；
[2]污染控制与资源化研究国家重点实验室开放基金项目：非热等离子体与污泥半焦担载NbCe耦合低温脱除燃煤NOx机制，2015-2017，主持；
[3] 湖南省教育厅科学研究项目：污泥热解半焦负载尿素脱除燃煤锅炉烟气中NOx的机理研究（13C1014），2013-2015，主持；

[4]“可再生能源电力技术”湖南省重点实验室开放基金项目: 纳米PHA/HZSM-5 复合固体酸催化剂强化污泥热解油脱硫的研究（2012ZNDL006），2012-2014，主持；

[5] 工程车辆轻量化与可靠性技术湖南省高校重点实验室开放基金项目: Ne/Ce掺杂型的稀燃汽车尾气净化催化剂的设计合成和应用研究（2012KFJJ007），2012-2014，主持；
[6] 工程车辆轻量化与可靠性技术湖南省高校重点实验室开放基金项目: 污泥基活性炭负载金属氧化物用于吸附-还原NOx的机理研究（2014NGQ006），2014-2016，主持；

[7]长沙理工大学教学改革研究项目：基于工程实践能力强化的燃烧与污染课程教学改革与标准化建设(cn1308)，2013-2015，主持；
[8]长沙理工大学人才引进项目: 基于分形理论烟气脱硝催化剂毒化机理研究，2011-2015，主持；

[9] 华南理工大学科技项目：电站锅炉受热面材料失效类型及趋势研究，2012-2013，主持；

[10] 国家自然科学基金项目: 基于表面活性和混凝机理控制燃煤陶瓷窑炉黑烟污染的理论与方法(50878080)，2012-2015，主研；

[11] 国家自然科学基金项目: 煤粉再燃过程化学结构和矿物质协同影响非均相还原反应的机理研究(51206012)，2012-2015，主研；
[12] 国家自然科学基金项目: 催化剂微粒捕集器工作过程动力学特性及协同作用机理研究(51406017)，2015-2017，主研；
[13] 国家自然科学基金项目: 辐射流体力学方程基准解及谱方法高精度求解(51406016) ，2015-2017，主研。
6、发表的相关论文
[1] Wei Zhang, Cai-Ting Li, Xian-Xun Wei, et al. Effects of Cake Collapse Caused by Deposition of Fractal Aggregates on Pressure Drop during Ceramic Filtration. Environmental Science & Technology, 2011, 45(10): 4415-4421 (SCI 2010 IF=4.63)

[2] Wei ZHANG, Cai-ting LI, Xian-xun WEI, et al. Experiment and simulation of micron-particles diffusion in porous ceramic vessel. Transactions of Nonferrous Metals Society of China, 2010, 20(12): 2358-2365 (SCI 2010 IF=0.445)

[3] Wei Zhang, Caiting Li, Xianxun Wei, et al. Research of nanoparticles aerosol diffusion through ceramic porous medium, 4th International Conference on Bioinformatics and Biomedical Engineering, iCBBE 2010 (EI收录)

[4] Wei Zhang, Min Ruan, Yanshan Yin, et al. Removal of NOx in coal-fired flue gas by Fe/ZSM-5 zeolites catalysts impregnated with CeO2 and Nb2O5. Applied Catalysis B: Environmental, 2014. (Under review)

[5] Hongliang Gao, Caiting Li, Guangming Zeng, Wei Zhang, Lin Shi, Shanhong Li, Yanan Zeng, Xiaopeng Fan, Qingbo Wen, Xin Shu. Prediction and experimental validation studies of wet flue gas desulphurization with a novel type PCF device based on limestone-gypsum, Energy & Fuels 2010, (24): 4944-4951 (SCI 2009 IF=2.319)

[6] Hongliang Gao, Caiting Li, Guangming Zeng, Wei Zhang, Lin Shi, Shanhong Li, Yanan Zeng, Xiaopeng Fan, Qingbo Wen, Xin Shu. Flue gas desulphurization based on limestone-gypsum with a novel wet-type PCF device, Separation and Purification Technology, 2010, 76(3): 253-260 (SCI 2009 IF=2.879)

[7] Hongliang Gao, Caiting Li, Guangming Zeng, Wei Zhang, Lin Shi, Xiaopeng Fan, YananZeng, Qingbo Wen, Xin Shu. Experimental study of wet flue gas desulphurization with a novel type PCF device, Chemical Engineering and Processing: Process Intensification, 2011, 50(2): 189-195 (SCI 2010 IF=1.742)

[8] Qingbo Wen, Caiting Li, Zhihong Cai, Wei Zhang, Hongliang Gao, Lijun Chen, Guangming Zeng, Xin Shu, Yapei Zhao. Study on activated carbon derived from sewage sludge for adsorption of gaseous formaldehyde, Bioresource Technology, 2011, 102(2): 942-947 (SCI 2010 IF=4.253).

[9] Wen, Xiaoyu; Li, Caiting; Fan, Xiaopeng; Gao, Hongliang; Zhang, Wei; Chen, Ling; Zeng, Guangming; Zhao, Yapei. Experimental study of gaseous elemental mercury removal with CeO2/γ-Al2O3. Energy & Fuels, 2011, 25(7): 2939-2944 (SCI 2010 IF=2.319)

[10] Xiaopeng Fan, Caiting Li, Guangming Zeng, Zhao Gao, Ling Chen, Wei Zhang, Hongliang Gao. Removal of gas-phase element mercury by activated carbon fiber impregnated with CeO2. Energy & Fuels, 2010, (24): 4250–4254 (SCI 2009 IF=2.319).

[11] 文青波, 李彩亭, 蔡志红, 张巍, 高宏亮. 污泥基活性炭吸附空气中甲醛的研究，中国环境科学, 2010, 30(6), 727-732

[12] 刘海, 李彩亭, 曾光明, 张巍, 高宏亮, 等. SCX型脱硫除尘器内部气固两相流场数值模拟, 环境工程学报, 2011, 5(4): 865-870

[13] 覃海华, 李彩亭, 刘海, 张巍, 曾光明, 高宏亮，等. PASP、PAA与PBTCA阻垢特性的对比实验研究, 中国环境科学, 2010, 30 (11), 1009-1014

[14] 李彩亭, 蔡志红, 路培, 张巍, 谢旭文, 周杨鑫, 高宏亮. 伞罩除尘器内黑烟颗粒浓度分布特性的数值分析. 湖南大学学报, 2011, 38(2): 75-81

[15] 舒心, 李彩亭, 郭忠堂, 张巍, 赵亚培, 文青波. 基于表面活性剂的斜板洗涤器脱除憎水颗粒研究.中国环境科学,2012,32(2): 226-231.

[16] 周杨鑫, 李彩亭, 路培, 蔡志红, 谢旭文, 张巍. 添加剂和湿法除尘主要参数对炭黑去除效率的影响. 环境科学学报, 2010, 30(12): 2399-2404.
联系电话： 0731- 85258408
E-mail：   alvin_zw@126.com
